


ANCHORAGE DATA

LOAD AND DIMENSIONAL DATA

VALMONT INDUSTRIES, INC.       7002 N. 288TH STREET, PO BOX 358 -  VALLEY, NE 68064 USA         800.825.6668        VALMONTSTRUCTURES.COM  

SACRAMENTO
Fluted Tapered/Non-Tapered
Aluminum

1.	 Maximum EPA (Effective Projected Area) and weight values are based on top mounted luminaires and/or brackets having a centroid 2’-6” above and 1’-6” 	
	 eccentric to the pole top at Nominal Mounting Height. Variations from sizes above are available upon inquiry at the factory. Satisfactory performance of 	
	 poles is dependent upon the pole being properly attached to a supporting foundation of adequate design.
2.	 Structure Weight is a nominal value which includes the pole shaft and structural base.
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Job Name: 	

Job Location - City:	 State:

Product: 	 Quote:

Client Name: 	

Created By:	 Date:

Customer Approval:	 Date:
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Fluted Tapered / N
on-Tapered

PRODUCT ORDERING CODES

STRUCTURAL BASE ANCHOR BOLTS
BOLT CIRCLE

SQUARE
(IN)

THK
(IN)

DIA x LENGTH x HOOK
(IN)

PROJECTION
(IN)

+
(IN)

DIA
(IN)

+
(IN)

12.50 0.50 12.63 0.625 0.75 x 17.00 x 3.00 3.50 0.25

DESIGN INFORMATION POLE DIMENSIONS

NOMINAL
MOUNTING 

HEIGHT

80 MPH
w/1.3 GUST

90 MPH
w/1.3 GUST

100 MPH
w/1.3 GUST

BASE
OD
(IN)

TOP
OD
(IN)

WALL
THK
(IN)

STRUCTURE
 WEIGHT2 

(LBS)
MODEL

NUMBER

MAX
 LUMINAIRE

EPA1

(SQ FT)

MAX
LUMINAIRE
WEIGHT1

(LBS)

MAX
LUMINAIRE

 EPA1

(SQ FT)

MAX
LUMINAIRE
WEIGHT1

(LBS)

MAX
LUMINAIRE

 EPA1

(SQ FT)

MAX
LUMINAIRE
WEIGHT1

(LBS)
Round Non-Tapered 16 Flat

8'-0" 13.3 300 10.2 300 8.0 300 4.00 4.00 0.125 51 080040404U4
10'-0" 9.1 300 6.8 300 5.2 300 4.00 4.00 0.125 55 100040404U4

12'-0" 6.3 300 4.5 300 3.2 300 4.00 4.00 0.125 59 120040404U4
11.2 300 8.3 300 6.2 300 5.00 5.00 0.125 61 120050504U4

14'-0" 8.1 300 5.7 300 4.0 300 5.00 5.00 0.125 66 140050504U4
Round Tapered 16 Flat

8'-0" 21.9 300 17.0 300 13.4 300 5.00 4.21 0.125 51 080042504V4
10'-0" 15.5 300 11.8 300 9.1 300 5.00 3.93 0.125 55 100039504V4
12'-0" 11.2 300 8.3 300 6.2 300 5.00 3.65 0.125 58 120037504V4
14'-0" 8.1 300 5.7 300 4.0 300 5.00 3.40 0.125 62 140034504V4

FIXTURE MOUNTING OPTIONSDESIGN SERIES

SC12AS

MODEL NUMBER

Drill Mounting
D1 = 1 Luminaire
D2 = 2 @ 180°
D3 = 3 @ 120°
D4 = 4 @ 90°
D5 = 2 @ 90°
D6 = 3 @ 90°
Tenon Mounting
P2 = 2.38” OD x 4.00”
PD = 3.00” OD x 3.00” 
	 - - 	=	Plain Top 
P9 = Other Tenon
			   (Contact Factory)

See Accessories at 
valmontstructures.com
(Please Specify)

E

E	=	16 Flat

Round
Non-Tapered
080040404U4
100040404U4
120040404U4
120050504U4
140050504U4

Round 
Tapered 
080042504V4
100039504V4
120037504V4
140034504V4

CROSS SECTION COLOR

	DWH	=	White
	DSS	=	Sandstone
	 BR	=	Burgundy
	 HG	=	Hunter Green
	DNA	=	Natural Aluminum
	DCG	=	Charcoal Gray
	DMB	=	Medium Bronze
	SBN	=	Sanded Brown
	DNB	=	New Dark Bronze
	DDB	=	Dark Bronze
	SBK	=	Sanded Black
	DBL	=	Black
	DSB	=	Steel Blue
	DTG	=	Dark Green
	DBR	=	Red
	 SC	=	Special Color
			   (Contact Factory)

Anchor Base Detail

Bolt Circle

Bolt Slots/Holes

0° - Handhole

270° 90° 

180°

As viewed 
from top 
of pole.




