


ANCHORAGE DATA

LOAD AND DIMENSIONAL DATA

Consult factory for available product ordering codes.

VALMONT INDUSTRIES, INC.       7002 N. 288TH STREET, PO BOX 358 -  VALLEY, NE 68064 USA         800.825.6668        VALMONTSTRUCTURES.COM  

BURNSVILLE
Round Tapered/Non-Tapered
Aluminum
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Job Name: 	

Job Location - City:	 State:

Product: 	 Quote:

Client Name: 	

Created By:	 Date:

Customer Approval:	 Date:

P
osts - A

lum
inum

	
B

urnsville	
R

ound Tapered / N
on-Tapered

PRODUCT ORDERING CODES

STRUCTURAL BASE ANCHOR BOLTS
BOLT CIRCLE

DIAMETER
THK
(IN)

DIA x LENGTH x HOOK
(IN)

PROJECTION
(IN)

+
(IN)

DIA
(IN)

+
(IN)

Consult factory for anchorage data.

DESIGN INFORMATION POLE DIMENSIONS

NOMINAL
MOUNTING 

HEIGHT

80 MPH
w/1.3 GUST

90 MPH
w/1.3 GUST

100 MPH
w/1.3 GUST

BASE
OD
(IN)

TOP
OD
(IN)

WALL
THK
(IN)

STRUCTURE
 WEIGHT2 

(LBS)
MODEL

NUMBER

MAX
 LUMINAIRE

EPA1

(SQ FT)

MAX
LUMINAIRE
WEIGHT1

(LBS)

MAX
LUMINAIRE

 EPA1

(SQ FT)

MAX
LUMINAIRE
WEIGHT1

(LBS)

MAX
LUMINAIRE

 EPA1

(SQ FT)

MAX
LUMINAIRE
WEIGHT1

(LBS)

Consult factory for available post sizes.

FIXTURE MOUNTING OPTIONSDESIGN SERIES MODEL NUMBERCROSS SECTION COLOR

Anchor Base Detail

Bolt Circle

Bolt Slots

0° - Handhole

270° 90° 

180°

As viewed 
from top 
of pole.




